DVI

ZH-SPD0108/ ZH-SPD0116



1. (Prodnct Name ) ZH-SPD0108/ZH-SPD0116

DVI 1  8/16
2. to use Condition
(Working Humidity Range) 30 —90 RH
(Work Voltage electricity) 100-240V
(The work of DC voltage) +5V/2A
3. to use Equipment
Equipment Name) Equipment Usage) Note)
1080P DVD PC
0- 12v
0- 5A
+5V/2A

DVi Cable #28
in:5M;out:15M

4. to use items
(Max Value) (Min) (Max) (Unit)
(Item)
(Working DC ) 0.41 1.5 A
(Static DC ) 0.21 0.25 A
(work of DC voltage) +5 +5 \
(Power Consumptim) 2 7.5 W




5. (Function information

1 DC5V / 2A
2 . DC5V
3 ZH-SPD0108/ZH-SPD0116 Input
SIGNAL LED
4 1080P@50 60HZ(
5 ZH-SPD0108/ ZH-SPD0116 DVI HDCP 480P
1080P@50 60Hz DVI 480P  1080P@50 60Hz
6 EDID EDID EDID
EDID EDID 1080P
6
1 1
110-250V
2 ON
3 5V
2 1 DVI-1/D
2 vl DVI-1/D
3 DVI 14 16
3 DVI
1
2
3 DVI DVI-1/D
4 vl
5 1 DVI
EDID CONGPHI | 2 DVI 6 7 14 16
47 2 2
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